
List of Intel®
Server Boxed Boards

Mechanically Compatible with:
SE7500WV2

Thermally Compatible with:
SE7500WV2

Chassis Configuration ( As tested with Intel® Server 
Board SE7500WV2)
Model tested: RC-0103X-WV2
Fans (qty x size): 2 x 40mm Sunon* KD1204 PKV1, 4 x 
40mm power supply fans, 2 Delta* BFB1012HH blowers for 
processor cooling
Hard drives: 2 x Seagate * ST318406LC
Processor: 2 x Intel ® 2.4 GHz Xeon ®
Memory: 6 X Samsung* 128M DDR200 DIMM 
M383L1713BTI-CA0
Power Supply: Rackmount equipment* RERP-356
Additional Information: Mitsumi slimline CD Rom
* Third party names and brands are the property of their respective owners.

Note: Modifications to the tested configuration may cause 
variations in actual performance.

Product Information
Model#: RC-0103X-WV2 
Size: (DxWxH in): 26” x 19” x 1.72”
Size: (DxWxH mm): 660.4 x 482.6 x 43.7
3.50” Bays: 2 x IDE or Hot-Swap SCSI, 1 internal 
Fans: 6 including power supply, and 2 high pressure 30cfm 
blowers for Processor cooling
Power Supply: 300W or 350W hot swap redundant 
Other Information: CCSI RC-0103X-WV2 Chassis 
incorporates full Fault Tolerant Hot Swap Power supplies, 
Hot Swap Hard Drives and Redundant CPU Cooling in a 
Rack-mountable 1U form factor, Specially designed for Intel 
SE7500WV2. Slimline CD Rom
Note: The above information is provided by the chassis manufacturer 
and is the sole responsibility of the manufacturer. Intel assumes no 
responsibility for any inaccuracies in this data or any changes made by 
the manufacturer.

Computer & Control Solutions, 
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RC-0103X-WV2
Additional Information

Associated Model #s: RC-0103X-WV2
Options: IDE or SCSI Hot swap 

http://www.xeonchassis.com/


