
List of Intel 
Real Server Boxed Boards

Mechanically Compatible with:
SE7501BR2 & SE7501HG2

Thermally Compatible with:
SE7501BR2 & SE7501HG2

Chassis Configuration as tested with Intel’s Server Board 
SE7501BR2. Posting on Server Board SE7501HG2 
Reference Chassis list based On Mechanical and Thermal 
similarity.)
Model tested: H800A
Fans (qty x size): 2 x 80mm Globe Fan* B011388
Hard drives: 3 x Seagate* ST38406LC
Processor: 2 x Intel© 2.8 GHz Xeon™
Memory: 6 x Samsung* 128M DDR266 DIMM 
M386L1713BTI-CA0
Power Supply: AOpen* 460W FSP460-60PFN

Note: Modifications to the tested configuration may cause 
variations in actual performance.

Product Information
Model#: H800A
Size: (LxWxH in): 23.43” x  8.58” x  17.72”
Size: (LxWxH mm): 595 x 218 x 450
5.25” Bays: 9
3.50” Bays: 1 External
Fans: 2 x 8 cm
Power Supply: Aopen*/FSP460/460W
Other Information: 5U rackmountable has good thermal 
air-flow, supports 6 HDDs or 5 HDDs SCSI Hot 
swappable drives, and supports full ATX M.B. form 
factor
Note: The above information is provided by the chassis 
manufacturer and is the sole responsibility of the 
manufacturer. Intel assumes no responsibility for any 
inaccuracies in this data or any changes made by the 
manufacturer.

AOpen
H800A Additional Information

Associated Model #s:
Options:  Chassis can be ordered as 5U rackmount kit
with slides or mid-tower.

www.aopen.com
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