
Intel ® Galileo Wireless Card Installation and Setup 

Section I: Downloading and Setting up micro-SD 

 Section I will cover how to download the files to set up the micro-SD. The micro-SD setup is 

mandatory for the wireless card to function. 

 

1. Go to https://communities.intel.com/community/makers and click on “Software and Drivers”. 

 
 

 

 

 

2. Under the Drivers section click on “LINUX IMAGE FOR SD for Intel Galileo” You will be 

prompted with a security message. Save and extract files. 
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3. After the files were extracted the files to the blank micro-SD card. The micro-SD card should 

look like the following image. 

 
4. Insert the micro-SD card into the micro-SD slot on the Galileo. 

 

 

 

 

 

 

 

 

 

 

 

 



Section II: Installing Wireless Card to Mini PCI Express slot 

 Section II will cover how to properly install the wireless card into the Mini PCI Express slot on 

the Galileo. For the purpose of this tutorial I will be using the Intel Centrino® Wireless-N 135. 

1. Assemble the wireless card with the aluminum plate to help keep the wireless card in place on 

the Galileo. 

 

                  
 

2. Connect the antenas to the wireless card. 

                       
 

3. Insert wireless card to the Galileo Mini PCI Express slot.  

 
 

 

 



4. Once the wireless card is inserted into the Mini PCI Express slot,  push the wireless card gently 

towards the Galileo board until locked in place. 

 

Section III: Uploading and Testing Wireless Card 

 Section III will cover how to upload the example and test the wireless card. 

1. Connect the Power supply to the Galileo Board. 

2. Connect the USB cable from the computer to the USB Client port on the Galileo. 

3. Open Arduino IDE 1.5.3 

4. Under File → Examples → Wifi select “ScanNetworks” 

5. Open Arduino IDE under Tools → Board select Intel® Galileo 

6. Under Tools → Serial Port select the Com # where the Galileo is connected to. 

7. Upload to Galileo by clicking the upload button.   

8. Click on the Serial Monitor button to preview.   The serial Monitor screen will print out 

wireless signals detected. 

 


